ESPCP GENERAL NOTES:

REVISED NOVEMBER 18, 2003

THE EROSION CONTROL PLAN {S PROVIDED BY THE DEPARTMENT. IF THE CONTRACTOR ELECTS TO ALTER THE STAGE CONSTRUCTION FROM THAT
SHOWN IN THE PLANS, IT WILL BE THE RESPONSIBILITY OF THE CONTRACTOR TO REVISE THE EROSION CONTROL PLANS TO REFLECT ALL
CHANGES IN STAGING. THIS WILL ALSO INCLUDE ANY REVISIONS TO EROSION AND SEDIMENTATION CONTROL ITEM QUANTITIES.

STABILIZATION MEASURES

AS A MINIMUM THE CONTRACTOR SHALL COMPLETE THE PERMANENT GRASSING, OR TEMPORARY GRASSING AND MULCHING, AS APPROPRIATE, ON
ALL CUT AND FILL SLOPES ON A WEEKLY BASIS DURING GRADING OPERATIONS, EXCEPT PROJECTS WITH A TOTAL OF 3 ACRES OR LESS
OF GRASSING. MAY BE TREATED EVERY TWO WEEKS. WHEN CONDITIONS WARRANT, THE ENGINEER MAY REQUIRE MORE FREQUENT INTERVALS

EABECLH:(SS VAVOI\?L}.?S.T!T IS EXTREMELY IMPORTANT TO GET A COVER, WHETHER IT IS MULCH, TEMPORARY .GRASS OR PERMANANT GRASS. ADEQUATE

WHEN GRADING OPERATIONS OR OTHER SOIL DISTURBING ACTIVITIES HAVE BEEN SUSPENDED.‘FOR WHATEVER REASON, THE CONTRACTOR SHALL

PROMPTLY PERFORM NEEDED GRASSING WORK AND/OR EROSION CONTROL WORK AS SHOWN IN THE PLANS; SUBMITTED BY THE CONTRACTOR, OR
AS DIRECTED BY THE ENGINEER.

TEMPORARY GRASS SHALL BE USED WHEN REQUIRED BY THE SPECIFICATIONS OR AS DIRECTED BY THE ENGINEER TO CONTROL EROSION IN
AREAS WHERE PERMANENT GRASSING CANNOT BE PLANTED. TEMPORARY GRASS SHALL BE USED WHERE AN AREA MUST BE PROTECTED FOR

LONGER THAN MULCH IS EXPECTED TO LAST WHICH IS 60 CALENDAR DAYS. AFTER 60 CALENDAR DAYS, AREAS WITH ONLY MULCH
SHALL BE PLANTED IN TEMPORARY GRASS AND MULCHED AGAIN. |

TEMPORARY GRASS SHALL BE A QUICK GROWING SPECIES SUITABLE TO THE AREA AND SEASON. SEEDS SHALL CONFORM TO THE

REQUIREMENTS OF CURRENT SPECIFICATIONS AND OR SPECIAL PROVISIONS. SEEDING SHALL BE DONE IN ACCORDANCE WITH THE

REQUIREMENTS OF CURRENT SPECIFICATIONS AND OR SPECIAL PROVISIONS, EXCEPT THAT GROUND PREPARATION SHALL BE THE MINIMUM :
REQUIRED TO PROVIDE A SEED BED WHERE FURTHER GRADING WILL BE REQUIRED. AREAS THAT REQUIRE NO FURTHER GRADING SHALL BE PREPARED
IN ACCORDANCE WITH CURRENT SPECIFICATIONS AND OR SPECIAL PROVISIONS. LIME SHALL BE OMITTED UNLESS THE AREA WILL LATER BE

PLANTED IN PERMANENT GRASS WITHOUT FURTHER GRADING; IN WHICH.CASE, LIME WILL BE APPLIED ACCORDING TO CURRENT SPECIFICATIONS

AND OR SPECIAL PROVISIONS, MIXED GRADE, SHALL BE APPLIED AT THE RATE OF 400 POUNDS PER ACRE. NITROGEN SHALL BE OMITTED. ALL

TEMPORARY GRASS SHALL BE MULCHED IN ACCORDANCE WITH CURRENT SPECIFICATIONS AND OR SPECIAL PROVISIONS.

ALL AREAS WHERE TEMPORARY GRASS HAS BEEN PLANTED SHALL BE PREPARED IN ACCORDANCE WITH CURRENT SPECIFICATIONS AND OR
SPECIAL PROVISIONS PRIOR TO PLANTING PERMANANT GRASS.

WHERE STAGE CONSTRUCTION (OR OTHER CONDITIONS NOT CONTROLLED BY THE CONTRACTOR) PROHIBITS THE COMPLETION OF A ROADWAY

Siggiocf)\!R EhﬁEgSCONTINUOUS MANNER, THE CONTRACTOR SHALL APPLY MULCH TO CONTROL EROSION FOR A PERIOD OF 60 CALENDAR

AREAS STABILIZED WITH ONLY MULCH SHALL BE PLANTED WITH TEMPORARY GRASS AND MULCHED AGAIN AFTER 60 CALENDAR DAYS.

MULCH SHALL BE UNIFORMLY SPREAD OVER THE DESIGNATED AREAS FROM 2 INCHES TO 4 INCHES THICK. AFTER SPREADING, THE MULCH
SHALL BE WALKED IN WITH A TRACKED VEHICLE (PREFERRED METHOD), EMPTY SHEEP FOOT ROLLERS, LIGHT DISCING, OR BY ANY OTHER
MEANS WHICH DOES NOT DESTROY THE FINISHED CROSS SECTION OF THE PREPARED AREAS, AND WHICH IS SATISFACTORY TO THE ENGINEER.
MULCH MAY BE PLACED ON SLOPES AS STEEP AS 2:1USING A TRACKED VEHICLE TO IMBED THE MULCH INTO THE SLOPE. WHERE SPECIFIED,
MULCH SHALL BE BITUMINOUS TREATED IN ACCORDANCE WITH CURRENT SPECIFICATIONS AND OR SPECIAL PROVISIONS.

WHEN GRASSING OPERATIONS BEGIN, MULCH SHALL BE LEFT IN PLACE AND PLOWED INTO THE SOIL. DURING THE PROCESS OF SEED BED

PREPARATION, THEREBY BECOMING BENEFICIAL PLANT FOOD FOR THE NEWLY PLANTED GRASS. MULCH REQUIRED FOR PROTECTION OF NEWLY
PLANTED GRASS SHALL BE IN ADDITION TO THE MULCH SPECIFIED HEREIN.

WASTE DISPOSAL

%S?SST_[F_Q}S‘J_I(}JION WASTE OR DEBRIS SHALL BE PREVENTED FROM BEING ALLOWED TO FALL OR BE PLACED INTO WETLANDS, OR WATERS OF

MAINTENANCE

ALL SEDIMENT CONTROL DEVICES (EXCEPT SEDIMENT BASINS) INSTALLED ON A PROJECT SHALL AS A MINIMUM, BE CLEANED OF SEDIMENT WHEN

ONE-HALF THE CAPACITY, BY HEIGHT, DEPTH, OR VOLUME HAS BEEN REACHED. SEDIMENT BASINS SHALL BE CLEANED OF SEDIMENT WHEN ONE-THIRD
THE CAPACITY BY VOLUME HAS BEEN REACHED. ‘ :

AS A MINIMUM THE CONTRACTOR SHALL COMPLETE THE PERMANENT GRASSING, OR TEMPORARY GRASSING AND OR MULCHING AS APPROPRIATE, ON
ALL CUT AND FILL SLOPES ON A WEEKLY BASIS DURING GRADING OPERATIONS, EXCEPT PROJECTS WITH A TOTAL OF 3 ACRES OR LESS OF GRASSING
MAY BE TREATED EVERY TWO WEEKS. WHEN CONDITIONS WARRANT, THE ENGINEER MAY REQUIRE MORE FREQUENT INTERVALS FOR THIS WORK.

SHEET

STATE PRQJECT NUMBER NO.

TOTAL

GA. STP-056-1(67)SPUR | 133 | 152

INSPECTIONS

INSPECTIONS: ALL INSPECTIONS SHALL BE DOCUMENTED ON FORM DOT-EC-1.
DAILY: a

DALY INSPECTIONS SHALL BE CONDUCTED'BY THE WECS OR QUALIFIED PERSONNEL ON THE FOLLOWING AREAS:
a. PETROLEUM PRODUCT STORAGE, USAGE AND HANDLING AREAS '
b. ALL LOCATIONS WHERE VEHICLES ENTER/EXIT THE SITE

WEEKLY AND AFTER ;RAINFALL EVENTS:

THE FOLLOWING AREAS_ SHALL BE INSPECTED BY THE WECS OR QUALIFIED PERSONNEL EVERY SEVEN (7) CALENDAR DAYS AND WITHIN
TWENTY-FOUR (24) HOURS OF THE END OF A RAINFALL EVENT THAT IS 0.5 INCHES OR GREATER:

a. DISTURBED AREAS NOT PERMANENTLY STABILIZED
b. MATERIAL STORAGE  AREAS
¢. STRUCTURAL CONTROL MEASURES (BMP'S)

WITHIN 7 CALENDAR DAYS AFTER THE INITIAL INSTALLATION OF THE EROSION CONTROL DEVICES REQUIRED BY THE EROSION CONTROL PLAN, THE
ENGINEER SHALL INSPECT THE INSTALLATION AND CONDITION OF EACH DEVICE. THIS INSPECTION SHALL BE PERFORMED FOR EACH STAGE OF

CONSTRUCTION WHEN NEW DEVICES ARE INSTALLED. ALL DEFICIENCES SHALL BE REPORTED IN WRITING TO THE CONTRACTOR AND CORRECTIONS
SHALL BE MADE WITHIN TWO BUSINESS DAYS. '

MONTHL Y:

ONCE PER MONTH, THE WECS OR QUALIFIED PERSONNEL SHALL INSPECT ALL AREAS WHERE FINAL STABILIZATION HAS BEEN COMPLETED. THESE
AREAS SHALL BE INSPECTED FOR EVIDENCE OF SEDIMENTS OR POLLUTANTS ENTERING THE DRAINAGE SYSTEM AND OR RECE|IVING WATERS. ANY

EROSION CONTROL DEVICES THAT REMAIN IN PLACE SHALL BE INSPECTED TO VERIFY THE MAINTENANCE STATUS AND THAT THE DEVICES ARE
FUNCTIONING PROPERLY. '

THESE INSPECTIONS SHALL CONTINUE UNTIL THE NOTICE OF TERMINATION IS SUBMITTED.
FALURE TO PERFORM INSPECTIONS AS REQUIRED BY THIS SPECIFICATION AND THE NPDES PERMIT SHALL RESULT IN THE CESSATION OF ALL

CONSTRUCTION ACTIVITIES WITH THE EXCEPTION OF TRAFFIC CONTROL AND EROSION CONTROL. CONTINUED FAILURE TO PERFORM INSPECTIONS
SHALL RESULT IN NON-REFUNDABLE DEDUCTIONS AS SPECIFIED IN THE CURRENT SPECIFCATIONS AND OR SPECIAL PROVISIONS.

NON-STORM WATER DISCHARGES

NON-STORM WATER DISCHARGES AS DEFINED IN PART W.A.2 OF THE NPDES PERMIT WILL BE IDENTIFIED AFTER CONSTRUCTION HAS COMMENCED AND
SHALL BE SUBJECT TO THE SAME REQUIREMENTS AS STORM WATER DISCHARGES AS REQUIRED BY THE GEORGIA EROSION AND SEDIMENTATION

CONTROL ACT, THE NPDES PERMIT, THE CLEAN WATER ACT, THE MANUAL FOR EROSION AND SEDIMENT CONTROL IN GEORGIA, DEPARTMENT
STANDARDS, DEPARTMENT SPECIFICATIONS AND DEPARTMENT SPECIAL PROVISIONS.

PETROLEUM SPILLS & LEAKS

ANY LEAKS OR SPILLS OF PETROLEUM PRODUCTS WILL BE THE RESPONSIBILITY OF THE CONTRACTOR TO CONTAIN, CONTROL, AND REMEDIATE IN
ACCORDANCE WITH ALL LOCAL, STATE AND FEDERAL GUIDELINES, ORDINANCES, AND LAWS.

CONTROL OF POLLUTANTS: POLLUTANTS OR POTENTIALLY HAZARDOUS MATERIALS, SUCH AS FUELS, LUBRICANTS, LEAD PAINT, CHEMICALS OR
BATTERIES, SHALL BE TRANSPORTED, STORED AND UTILIZED IN A MANNER TO PREVENT LEAKAGE OR SPILLAGE INTO THE ENVIRONMENT. THE
CONTRACTOR SHALL ALSO BE RESPONSIBLE FOR PROPER AND LEGAL DISPOSAL OF ALL SUCH MATERIALS. EQUIPMENT, ESPECIALLY CONCRETE

OR ASPHALT TRUCKS, SHALL NOT BE WASHED OR CLEANED OUT ON THE PROJECT EXCEPT IN AREAS WHERE UNUSED PRODUCT CONTAMINANTS
CAN BE PREVENTED FROM ENTERING WATERWAYS.

SEDIMENT BASINS

SEDIMENT BASINS WILL NOT BE UTILIZED AT THE OUTFALL LOCATIONS FOR THIS PROJECT:

STA 27+56 (SETTINGDOWN RD.) RT: A SEDIMENT BASIN IS NOT USED AT THIS LOCATION. THE DISTURBED AREA WITHIN THE DRAINAGE AREA IS 0.59 AC.
THE DISTURBANCE ACTIVITIES CONSIST OF EARTHWORK FILL AND EXCAVATION FOR ROADWAY CONSTRUCTION. BMP'S SHOWN ON THE EROSION CONTROL

PLANS WILL BE ADEQUATE TO CONTROL SEDIMENT RUNOFF AT THIS LOCATION. LAND DISTURBANCE ACTIVITIES ASSOCIATED WITH CONSTRUCTING AND
REMOVING A SEDIMENT BASIN AT THIS LOCATION WOULD CAUSE ADDITIONAL ADVERSE IMPACTS.

STA 23+80 (HEARDS CIRCLE) LT: A SEDIMENT BASIN IS NOT USED AT THIS LOCATION. THE DISTURBED AREA WITHIN THE DRAINAGE AREA IS 2.29 AC.
THE DISTURBANCE ACTIVITIES CONSIST OF EARTHWORK FILL AND EXCAVATION FOR ROADWAY CONSTRUCTION. BMP'S SHOWN ON THE EROSION CONTROL
PLANS WILL BE ADEQUATE TO CONTROL SEDIMENT RUNOFF AT THIS LOCATION. LAND DISTRUBANCE ACTIVITIES ASSOCIATED WITH CONSTRUCTING AND
REMOVING A SEDIMENT BASIN AT THIS LOCATION WOULD CAUSE ADDITIONAL ADVERSE IMPACTS.
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